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EPDM Gasket
Exterior Glazed

SGP or PVB Interlayer

Hollow Lift Rail
with End Cap

Bottom Locks

34— Tank Sill

Aluminum Covered Weep

Installation
Accessory Groove

Caulk Return

Up to "*i¢” Laminated 1G
EPDM Gasket —_
——— SGP or PVB Interlayer

Extruded Bead —__

1°4" Narrow
Sightlines

Removable
Top Sash

_—— Lift Rail End Cap

Foam Filled
——————— Weatherstrip



FEATURES & BENEFITS MALE & FEMALE JAMBS OPTION HIDDEN WEEP HOLES

TANK SILL DESIGN CLASS 5 SPIRAL BALANCES

HOLLOW LIFT RAIL UP TO 16" LAMINATED
INSULATING GLASS

REMOVABLE TOP SASH

3000 SERIES

PRODUCT SPECIFICATIONS - SH3000

POSITIVE NEGATIVE
FRAME TYPE DESIGN DESIGN WATER AIR
TEST TYPE & MAXIMUM SIZE PRESSURE PRESSURE RESISTANCE INFILTRATION GLAZING

LARGE FLANGE: 57'/" x 92'/." +110 -120 16.5 psf 0.02 @ 1.57 "he” SGP Laminated (Heat
MISSILE EQUAL LEG: 56" x 91” 021 @ 6.24 Strengthened/Heat Strengthened)
Up to 46" Laminated Insulating Glass

SMALL FLANGE: 57'/" x 92'/." 16.5 psf 0.02 @ 1.57 ’he” PVB Laminated
MISSILE EQUAL LEG: 56" x 91” 0.20 @ 6.24 (Tempered/Tempered)
Up to 46" Laminated Insulating Glass

TESTS
COMPLETED

Miami-Dade NOA: 07-0905.02
Forced Entry Resistance: ASTM F 588-97
Florida Product Approval: FL-239

Miami-Dade NOA: 07-0905.03
Forced Entry Resistance: ASTM F 588-97
Florida Product Approval: FL-239




Anchor Cover Plate EPDM Gasket

|
|
____— SGPorPVB Interlayer

= Up to 1”7 Laminated IG

Inside Glaze

.090” Wall
{' Thickness

NS
: fg..-l;_*}:z Anchor Plate
N

Accessory Channel




FEATURES & BENEFITS

3000 SERIES

PRODUCT SPECIFICATIONS - PW3020

TEST TYPE
LARGE
MISSILE

SMALL
MISSILE

FRAME TYPE
& MAXIMUM SIZE

FLANGE: 49'4" x 121"
or 75'%" x 79'%"
EQUAL LEG: 48” x 120" or 74" x 78"

FLANGE: 49'4" x 121"
or 75'%" x 79'%"
EQUAL LEG: 48” x 120"or 74" x 78"

POSITIVE
DESIGN
PRESSURE

+130

NEGATIVE
DESIGN
PRESSURE

-130

INSIDE GLAZED

MARINE GLAZING BEAD AESTHETICS

ACCESSORY CHANNEL

MALE & FEMALE FRAME OPTION

UP TO 1”7 LAMINATED
INSULATING GLASS

DOUBLE APPLIED MUNTINS

WATER
RESISTANCE

19.5 psf

24.75 psf

AIR
INFILTRATION

<0.01 @ 1.57
<0.01 @ 6.24

<0.01 @ 1.57
<0.01 @ 6.24

GLAZING

e %" SGP Laminated (Heat
Strengthened/Heat Strengthened)
e Up to 1” Laminated Insulating Glass

e %h6” PVB Laminated
(Tempered/Tempered)
e Up to 1” Laminated Insulating Glass

TESTS
COMPLETED

Miami-Dade NOA: 07-0613.02
Forced Entry Resistance: ASTM F 842-97
Florida Product Approval: FL-243

Miami-Dade NOA: Pending
Forced Entry Resistance: ASTM F 842-97
Florida Product Approval: FL-243



SGD3030 SILL

Up to 1%¢"” Laminated 1G

Mitred Panel Corner

Internal Corner Key
Extruded Bead

SGD3030 INTERLOCK

3'." Narrow
Sightlines

Oversized |

Step on Threshold Design Interlock aglullca)\ls banel
.075” Panel Extrusions
Wall Thickness
: I Hidden Stainless Foam Filled
37" Low Sill ggerglwéssembly Weatherstrip
Foam Filled
Weatherstrip EPDM Gasket
Drop in Anodized
Track Insert
No Exposed
Fasteners
.125” Sill Thickness Extruded Bead
— - S
| w | l ‘1 I
‘ |
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FEATURES & BENEFITS

3000 SERIES

PRODUCT SPECIFICATIONS - SGD3030

TEST TYPE
LARGE
MISSILE

SMALL
MISSILE

FRAME TYPE
& MAXIMUM SIZE

OX or XO: 96" x 120" or 120” x 108”
OXO: 145'16” x 120"
OXXO: 1907¢" x 120"

OX or XO: 96" x 120" or 120" x 108”
OXO: 145'16” x 120"
OXXO: 19071¢" x 120"

FRAME
DEPTH

576"

576"

POSITIVE
DESIGN
PRESSURE

+120

NEGATIVE
DESIGN
PRESSURE

-120

WATER
RESISTANCE

18.0 psf

24.75 psf

STAINLESS STEEL TANDEM ROLLER

WITH HIGH PERFORMANCE
DOUBLE SEALED BEARINGS

¥” NOMINAL WALL THICKNESS

DOUBLE RAISED
MUNTIN OPTIONS

374" THRESHOLD WITH 18 PSF
WATER RESISTANCE

NARROW SIGHTLINES

DROP-IN ANODIZED TRACK INSERT

EXTERIOR INTEGRAL

HANDLE OPTIONS

UP TO 1%s¢” LAMINATED
INSULATING GLASS

AIR
INFILTRATION

OXXO: 0.03 @ 1.57
X0O:0.02 @ 1.57

OXXO: 0.05 @ 1.57
XO: 0.06 @ 1.57

GLAZING

e %6” SGP Laminated (Heat
Strengthened/Heat Strengthened)
® Up to 1%6” Laminated Insulating Glass

e %6” SGP Laminated (Heat
Strengthened/Heat Strengthened)
® Up to 1%6” Laminated Insulating Glass

TESTS
COMPLETED

Miami-Dade NOA: 07-0831.09
Forced Entry Resistance: ASTM F 842-97
Florida Product Approval: FL-251

Miami-Dade NOA: 07-0905.04
Forced Entry Resistance: ASTM F 842-97
Florida Product Approval: FL-251




PRODUCT SPECIFICATIONS - SH800

TEST TYPE

LARGE
MISSILE

SMALL
MISSILE

NON-IMPACT

FRAME TYPE
& MAXIMUM SIZE

FLANGE: 535" x 76"

FLANGE: 535" x 76"

FLANGE: 535" x 76"

POSITIVE
DESIGN
PRESSURE

+90

SINGLE HUNG WINDOWS
800 SERIES

NEGATIVE
DESIGN WATER
PRESSURE RESISTANCE

-110 13.5 psf

13.5 psf

12.0 psf

AIR
INFILTRATION

0.08 @ 1.57

0.17 @ 1.57

0.08 @ 1.57

FEATURES & BENEFITS

GLAZING
¢ 716" SGP Laminated (Heat
Strengthened/Heat Strengthened)

¢ %" PVB Laminated
(Anealed/Tempered)

e 4" Monolithic (Tempered)
e /4 Monolithic (Tempered)

TESTS
COMPLETED

e Miami-Dade NOA: 07-0801.03
e Forced Entry Resistance: AAMA 1302.5

* Miami-Dade NOA: 07-0306.11
e Florida Product Approval: FL-239
e Forced Entry Resistance: AAMA 1302.5

* Florida Product Approval: FL-9644.1




HORIZONTAL ROLLER WINDOWS
800 SERIES

FEATURES & BENEFITS

PRODUCT SPECIFICATIONS - HR810

POSITIVE NEGATIVE
FRAME TYPE FRAME DESIGN DESIGN WATER AIR TESTS
TEST TYPE & MAXIMUM SIZE DEPTH PRESSURE PRESSURE RESISTANCE INFILTRATION GLAZING COMPLETED

LARGE FLANGE: 74" x 63" 2% +90 -110 13.5 psf 0.29 @ 1.57 ’he” SGP Laminated (Heat * Miami-Dade NOA: 08-0
MISSILE Strengthened/Heat Strengthened) e Florida Product Approval: FL-242
e Forced Entry Resistance: AAMA 1302.5

SMALL FLANGE: 74" x 63" 13.5 psf 0.29 @ 1.57 ’he” PVB Laminated (Anealed/ o Miami-Dade NOA: 07-0829.08
MISSILE Anealed) or (Heat Strengthened/ « Florida Product Approval: FL-242

el I Forced Entry Resistance: AAMA 1302.5
"hs” SGP Laminated (Heat £ IeTEEC Iy Resiprance: '

Strengthened/Heat Strengthened)

NON-IMPACT ~ FLANGE: 74" x 63" 0.21 @ 1.57 *he” Monolithic (Tempered) ¢ Miami-Dade NOA: 07-0829.09
e '/ Monolithic (Tempered) e Florida Product Approval: FL-242
e Forced Entry Resistance: AAMA 1302.5




PRODUCT SPECIFICATIONS - PW820

TEST TYPE

LARGE
MISSILE

SMALL
MISSILE

NON-IMPACT

FRAME TYPE
& MAXIMUM SIZE

FLANGE: 97" x 49”
EQUAL LEG: 48" x 96"

FLANGE: 97" x 49”
EQUAL LEG: 48" x 96"

FLANGE: 97" x 49”
EQUAL LEG: 48” x 96"

PICTURE WINDOWS
800 SERIES

FEATURES & BENEFITS

AIR
INFILTRATION

0.05 @ 6.24

0.06 @ 6.24
0.05 @ 6.24

0.05 @ 6.24

GLAZING

"hs" PVB Laminated (Heat
Strengthened/Heat Strengthened)
°h¢” SGP Laminated (Heat
Strengthened/Heat Strengthened)

’he” PVB Laminated
(Tempered/Tempered)

*h¢” Monolithic (Tempered)
e /4 Monolithic (Tempered)
e 5" Monolithic (Tempered)

TESTS
COMPLETED

* Miami-Dade NOA: 08-0429.08
e Florida Product Approval: FL-243

* Miami-Dade NOA: 08-0429.09
e Florida Product Approval: FL-243

¢ Miami-Dade NOA: 08-0429.10
e Florida Product Approval: FL-243




SLIDING GLASS DOORS
800 SERIES

FEATURES & BENEFITS

PRODUCT SPECIFICATIONS - SGD830

POSITIVE NEGATIVE
FRAME TYPE DESIGN DESIGN WATER AIR TESTS
TEST TYPE & MAXIMUM SIZE PRESSURE PRESSURE RESISTANCE  INFILTRATION GLAZING COMPLETED

LARGE OX or XO: 96" x 108” +90 -110 13.5 psf 0.20 @ 6.24 ’he” PVB Laminated (Heat * Miami-Dade NOA: 07-1212.03
MISSILE OXO: 145" x 108” Strengthened/Heat Strengthened) e Florida Product Approval: FL-251
OXXO: 191%” x 108” %he” SGP Laminated (Heat
Strengthened/Heat Strengthened)
%h¢” PVB Laminated (Heat
Strengthened/Heat Strengthened)

SMALL OX or XO: 96” x 108” 0.20 @ 6.24 /16" PVB Laminated ¢ Miami-Dade NOA: 07-0511.04
MISSILE OXO: 145" x 108” (Tempered/Tempered) * Florida Product Approval: FL-251
OXXO: 1914 x 108”

OX or XO: 96” x 108" 4" 0.19 @ 6.24 e *1s” Monolithic (Tempered) ¢ Miami-Dade NOA: 07-121
NON-IMPACT OXO: 145" x 108” e '/ Monolithic (Tempered) e Florida Product Approval: FL-
OXXO: 191%4” x 108” e */s” Monolithic (Tempered)
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